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FLUORESCENT GREEN CONE
This fluorescent green cone is an alternative to orange 
cones that can increase pedestrian and driver awareness 
to approaching hazards.

Features
• Manufactured of flow molded PVC.
• White inner liner.
• 28” 7 lb. base.
• Available with and without reflective stripes.
• Great for school crossing zones, in-plant 
  applications, concrete crews, and company 
  safety programs.
• New MUTCD allows use in some situations.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-2850-7-GR	 28”, 7LB. 
DB0-2850-7MM-GR	 28”, 7LB. WITH REFLECTIVE COLLAR

REVOLUTION TRAFFIC CONE
Slim body, reflective collar and 10 lb. base.

Features
• 28” 7 lb. black base and 36” 10 lb. black base. 
• Patented Circle Interlocking System and Leveling 	
  Differential mechanism, delivering outstanding 	
  performance under the harshest conditions.
• High intensity cone collar.
• Collars are recessed to prevent damage when stacking.
• PVC injection molding technology.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-RS70032SR3M64   	 28” 7# SLIMLINE WITH COLLAR
DB0-RS900453M64  	 36” 10# WITH COLLAR

JBCTM

MINIATURE CONE
This display cone comes is orange and makes for a popular 
desk ornament, paperweight or give-away item. Order for 
safety meetings, seminars and party giveaways.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-TC4W		  5” ORANGE  
DB0-0660		  6” ORANGE

TRAFFIC CONTROL HOLDER
This traffic cone carrier is a must 
for vehicles with limited storage 
space. It comes with 3 pre-drilled 
mounting holes that can be easily 
mounted to the front or rear of your 
vehicle. This rugged, all-steel carrier 
will hold up to ten 18” or five 28” 
traffic cones. 

P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-03-500-99	 STEEL CONE HOLDER
DB0-0116847		  BARRICADE TAPE CLIP

COLLAPSING 28” CONES
One 18” collapsing cone or six 28” collapsing cones are 
each with a 6” reflective collar. They come in their own 
zipper bag for easy storage. Use on or off the roadway.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-OC6B6O-28R1S	 6 EACH 28” COLLAPSING CONE AND BAG
DB0-OC1B1O-18R1S	 1 EACH 18” COLLAPSING CONE AND BAG

BARRICADE TAPE CLIP
These clips are used to attach 
barricade tape to traffic cones or 
delineators. A simple yet effective 
crowd control system can be made 
using barricade tapes, clips, traffic 
cones or delineator posts.
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CHANNELIZING BARRELS
This low density plastic barrel is more resilient and has 
a wider temperature range. These barrels are made for 
heavy-duty use on streets, highways, ROW, and for 
long-term traffic control projects.

RING TOP AND OPEN TOP DELINEATOR POSTS
Lightweight easy to handle delineator posts have two 4” 
reflective bands for greater visibility. Easy to
set up, break down, and move around. Combine 
with barricade tape for croud control.

Ring Top
• Two 4” reflective bands.
• 42” post.
• Durable ring top for easy carrying or dragging.
• Versatile post has a bolt hold for barricade lights.
• 12 lb. rubber base.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-4694		  LOW DENSITY BARREL
CB0-LSIDE25		  25 LB. BASE
CB0-LSIDE40		  40 LB. BASE

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-507540		  RING TOP WITH 12 LB. BASE
CB0-504783		  OPEN TOP WITH 12 LB. BASE

GEMSTONE™ VERTICAL PANEL BARRICADE
Vertical panels are a great alternative to barrels.
Easy set up, stackable vertical panel barricades for easy storage and they don’t take up a 
lot of space. An in-expensive alternative to channelizing barrels. 

Features
• Lightweight.
• Impact resistant.
• Stackable for easy storage.
• Orange panel is 8” x 24”.
• HIP reflective sheeting.
• 30 lb recycled rubber base, available by special order.
• Meets MUTCD and NCHRP 350 requirements.

THE “DIVERTOR”
This slimline channelizer is designed for service in a wide 
variety of applications. It is ideal for controlling traffic in 
areas with limited spaces.

Features
• 42” high post.
• Can attach barricade lights easily.
 • Orange impact resistant, low-density polyethylene.
• Ultraviolet stabilizer for fade resistance.
• Four reflective bands.
• Break-away design with extra tabs around the base 	
  for “positive lockup” with all bases.
• 100% recycled 16 lb. octagon base.
• Cones are stackable with or without base.
• Meets MUTCD standards.
• 30 lb. base available by special order.
• Large quantity prices available. Call for a quote.  

P R O D U C T  N O . 		  D E S C R I P T I O N

CB0-4100-0-24-HI-20		  VERTICAL PANEL BARRICADE WITH 20 LB. BASE

P R O D U C T  N O . 		  D E S C R I P T I O N 	

CB0-4214-16			   42” DIVERTOR CONE WITH 16 LB. BASE

Low Density Plastic 
• Four 4” prismatic or high intensity 
  reflective sheeting.
• Low density polyethylene.
• Anti-roll design and is easily stackable.
• More impact-resistant.
• Wider temperature base.
• Meets MUTCD specifications.
• Weighted base.
• Tire ring base available, call for pricing.

Open Top
• Two 4” reflective bands.
• 42” post.
• 12 lb. rubber base.
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TYPE I AND TYPE II BARRICADE
These high-density polyethylene plastic barricades resist breakage and won’t damage 
vehicles like the heavier wood or steel types.

Type I barricade
• One horizontal panel 12” x 24”.
• Meets MUTCD Type I specifications.
• Each barricade is manufactured from 30% 
  post-consumer recycled plastic.
• Recessed slot, for mounting barricade light.
• Barricade is 100% recyclable. Sheeted panels 
  are removable and replaceable.
• Folded dimension is 24”W x 36”H.
• Top panel is 12” x  24” with reflective.
• Bottom panel is 4” x 24” non-reflective.
• Standard engineer grade (EG) sheeting.
• High intensity sheeting available by special order.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-VBARREG		 EG VERTICAL PANEL BARRICADE

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-3007829		  EG TYPE I PLASTIC BARRICADE
CB0-3007833		  EG TYPE II PLASTIC BARRICADE

INSTANT “A” FRAME
This is an impact resistant barricade system for 
temporary street closures, crowd control, etc.

Features
• 42” A-frame.
• Maintenance free and lightweight.
• Will not crack, splinter, or peel.
• Use one or Two I-beams 8’ boards.
• Double-sided E.G. sheeting.
• H.I. or Diamond grade sheeting available by special order.
• 10’ length available by special order.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-206		  6’ E.G. BOARD
CB0-208 		  8’ E.G. BOARD
CB0-2002		  A-FRAME LEGS, SOLD BY THE PAIR

VERTICAL PANEL BARRICADE 
Our vertical panel barricade is a heavy-duty economical traffic control device which 
conforms to MUTCD and new NCHRP-350 standards.

Type II barricade
• Two horizontal panel 8” x 24”.
• Meets MUTCD Type II specifications.
• Each barricade is manufactured from 30% 
  post-consumer recycled plastic.
• Recessed slot, for mounting barricade light.
• Barricade is 100% recyclable. Sheeted panels 
  are removable and replaceable.
• Thickness is 36”H x 24”W.
• Top panel is 8” x 24” with reflective.
• Bottom panel is 8” x 24” non-reflective.
• Recessed areas for sheeting (protect from 
  scratches etc.)
• Standard engineer grade (EG) sheeting.
• High intensity sheeting available by special order.

Features
• Polypropylene stem design withstands repeated 	
  vehicular hits and can be used multiple times.
• 100% reclaimed tie-rubber base provides 
  added stability.

• Standard double-side panels are 8” x 24”.
• Engineer grade (EG) reflective sheeting.
• 42” high and weighs 28 lbs.
• Order with or without vertical panels.
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TYPE III BARRICADE - PLASTIC AND METAL
These Type III plastic and metal barricades conform to MUTCD and NCHRP 350 criteria.

Features
• Square tube uprights.
• Feet made from steel for optimum support.
• Plastic panels are 1” x 8” x 96”.
• High intensity 
  (HI) reflective sheeting on both sides.
• Hardware is included.
• Designed to be safe while being strong and 
  durable of everyday use.
• NCHRP-350 compliant.
• Complies with MUTCD standards.
• May be ordered in other panel sizes and 
  configurations, call for price quote.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-280377		  TYPE III HI BARRICADE

TYPE III BARRICADE - PLASTIC
SCS now offers plastic Type III barricades.

Features
• 5’ tall x 8’ wide.
• Plastic panels are mounted on angle iron feet.
• High intensity (HI) sheeting.
• Panels can be sheeted on one side or two.
• Folds down for easy transport.
• Meets NCHRP-350 standards.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-308-HI-LR-KIT	 5’ HI TYPE III BARRICADE

TYPE III BARRICADE - ALL METAL
Steel and aluminum barricades are an industry standard in the work zone. 

Features
• 8’ steel and aluminum.
• Heavy duty 1.5” U-channel steel.
• Panels are lightweight aluminum sandwich board.
• Sets up and brakes down easily for  transport.
• Offered in orange/white high intensity (HI) or 	
  engineer grade (EG) reflective sheeting and in 	
  red/white high intensity (HI) sheeting for 
  permanent road closures.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CB0-N96D2Z1N	 8’ EG TYPE III BARRICADE
CB0-N96D2Z5N	 8’ HI TYPE III BARRICADE

• 10’ and 12’ lengths and left/right striping are 
  also available, please specify.
• Shipped disassembled.
• Bolt hardware is included.
• Conforms to MUTCD but, does not to 
  NCHRP-350 standards.
• Red and White 8’ HI Type III barricades 
  available by special order.
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LED BARRICADE LIGHT 
This low profile light LED light circuit will last 5 years or more 
and significantly extends battery life. Ideal for night time use 
on barricades and channelizers!

Features
• Operates on 4 D-cell batteries.
• LED (Light Emitting Diode) technology.
• 3 modes.
• Includes photo-cell option.
• Pays for itself with lower operating costs.
• Batteries sold separately.

3-WAY BARRICADE WARNING LIGHT
This 3-way barricade warning light features a 
photo cell that turns the light on at dusk and off at dawn.

Features
• Extended battery life, up to 45 days under normal 	
  weather conditions.
• Three operational modes are flashing advisory, 	
  steady burn, and off.
• Housing is made of UV-stabilized high-density 	
  polyethylene.
• Durable and lightweight.
• Polycarbonate lens is 7 inches in diameter.
• Features a highly-visible funnel reflex design that 	
  exceeds ITE and MUTCD specifications.
• Requires two 6V batteries, sold seperately. 

P R O D U C T  N O . 	 D E S C R I P T I O N 	

CC0-AC4D		  LED D-CELL BARRICADE LIGHT
P R O D U C T  N O . 	 D E S C R I P T I O N 	

CC0-400APC-3WAY	 3 WAY BARRICADE LIGHT

TYPE A AND C SOLAR LED BARRICADE LIGHT
All-new solar assist Type A and Type C, 3-way, 3 volt high efficiency LED lights. The Model 2006 solar assist light has internal solar panels to trickle 
charge “D” cell alkaline batteries to give a superior long lasting more reliable power source. Features completely redesigned rugged and durable 
co-polymer case with breakaway internal candle. Servicing is made easy with a snap-lock case and vertically positioned batteries. The “D” cell batteries simply drop into to the light 
base and the case is ready to be snap-lock closed. The case will remain closed and secure during the rough handling normally encountered during transportation and service work.

The impact absorbing breakaway candle reduces internal damage. Bright and dependable LED’s coupled with power efficient, 
reliable moisture proof circuitry, provide trouble-free operation. Light may be operated using 2 or 4 “D” cell batteries. Type A 
and C lights comply with all current specification referenced in the Federal MUTCD.

Features
• Completely redesigned rugged and durable co-polymer case with breakaway internal candle.
• Servicing is made easy with a snap-lock case and vertically positioned batteries. 
• The “D” cell batteries simply drop into to the light base and the case is ready to be snap-lock closed.
• The case will remain closed and secure during the rough handling normally encountered during 		
  transportation and service work.
• The impact absorbing breakaway candle reduces internal damage. Bright and dependable LED’s coupled 	
  with power efficient, reliable moisture proof circuitry, provide trouble-free operation.
• Light may be operated using 2 or 4, D cell batteries, “D cell batteries will last for years with solar assist 		
  trickle charge”.
• Batteries sold seperately.

P R O D U C T  N O . 		  D E S C R I P T I O N 	

CC0-2006-PLUS		  TYPE A SOLAR ASSIST BARRICADE LIGHT

T R A F F I C  C O N T R O L  |  B A R R I C A D E  L I G H T S
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BATTERIES FOR BARRICADE LIGHTS
These batteries are used in the new LED barricade lights.

Features
• 6-volt carbon-zinc batteries.
• D cell alkaline batteries.
• Spring terminals for use on barricade lights.
• Heavy-duty for longer battery life.
• Reliable power for demanding industrial applications.

P R O D U C T  N O . 		  D E S C R I P T I O N 	

CC0-6VHD			   6 VOLT HEAVY DUTY BATTERY
CC0-ALD			   D-CELL ALKALINE BATTERY

SOLAR BARRICADE LIGHTS
New generation solar-powered LED barricade lights are 
becoming a standard in the work zone as well as applications 
such as plant traffic, airports, railroads, etc. 

This maintenance-free dual function (flashing/steady burn) light features heavy 
duty construction with a 2 year limited warranty and NCHRP 350 compliance. Unit is 
powered by a .4 watt solar panel combined with a nickel-metal hydride battery. 

Features
• High impact lexan lens with computer-enhanced 	
  reflective ring.
• Lens comes in red, yellow, or blue.
• Removable solar panel protector for crystalline 
  solar panel.
• Environmentally friendly nickel-hydride battery  
  cell is recyclable.
• Security bolts and tools included.
• Board mounted on/off switch with photoelectric 	
  feature an on at dusk, off at dawn modes.
• Shipping weight is 1.5 lbs.

P R O D U C T  N O . 		  D E S C R I P T I O N 	

CC0-SBL			   YELLOW SOLAR BARRICADE LIGHT

SOLAR TYPE “B” LIGHT
This high intensity type B light is a heavy duty 24 hour, 
hooded (one side) flashing light for placement on poles, 
posts, school zones, etc.

Features
• 1.6 watt solar panel.
• Heavy duty 3.5 watt nickel hydride battery.
• Maintenance free operation.
• Self-contained unit, there are no separate battery 	
  box or wires to connect.
• Comes with universal mounting hardware.
• 2 year limited warranty.
• High impact  lexan lens (yellow only) with 
  polypropylene hood.
• Removable solar panel protector for crystalline 
  solar shield.
• Environmentally friendly nickel-hydride battery 
  cell is recyclable.
• 8 hour sun charge provides 3.5 days of operation.

P R O D U C T  N O . 		  D E S C R I P T I O N 	

CC0-SBL-B			   SOLAR BARRICADE LIGHT

360º BARRICADE LIGHT
Solarp powered 360 degree screw base light - Dual function
light. Full time warning light for all projects. Durable 
Poycarbonate exterior. Solar flash & steady Burn option and 
no wiring or maintenance.

Features
• Durable polycarbonate exterior.
• Solar flash and steady burn option.
• No wiring or maintenance.
• 8 x 8 x 4”(hwd), 1.5 lbs.
• 6 hours sun charge = 3 nights of use.
• 1 year limited warranty.
• Amber lens.
• Standard base.
• Other lens colors and base options available 
  by special order.

P R O D U C T  N O . 		  D E S C R I P T I O N 	

CC0-360BXA			   360o  SOLAR BARRICADE LIGHT			 
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WATER FILLABLE BARRIERS
Water barriers and barricades are generally safer for pedestrians, and construction workers who are in a construction zone, and in the 
event of a crash, plastic water filled barriers are safer for the motorist on impact, than traditional concrete barriers. Additionally these 
products can be used in many applications, such as airport use, crowd control, facility, road and construction protection. 

P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-MB350-COLOR	 MB 350 BARRIER
DB0-MB350-KIT	 ATTACHABLE CRASH KIT
DB0-MB42X72JSS-COLOR	 LONGITUDINAL CHANNELIZING BARRICADE

BARRIERS OR LCB’S
The term “Barrier” and “Barricade” are often used interchangeably, but understanding 
the difference is critical. Most roadway work zone engineering specifications call for either 
barriers for positive protection or Longitudinal Channelizing Barricades (LCB’s) for visual 
channelization, when used on federally-funded job sites. Barricades that are not LCB’s are 
not acceptable when LCB’s are specified. Contractors who mistakenly use non-LCB devices 
are putting themselves in jeopardy, in the event that someone is injured. Please consult the 
website www.multi-barrier.com for FWHA acceptance letters and MUTCD references.

MB350
The MB350 barrier meets NCHRP-350 crash testing requirements and is accepted by the 
FHWA as a temporary barrier system when used with the crash kit (test level 3). Must 
ballast with water to full capacity when used as a barrier. Sizes are 42”H x 72”L x 24”W and 
weigh 125 lbs. empty, 1666 lbs. full.

LONGITUDINAL CHANNELIZING BARRICADES
This barricade’s integral design requires no additional hardware or parts and forms as a 
interlocking wall in any configuration. When in use as an LCB, they should be ballasted with 
5.4 gallons of water per chamber for a weight of 172.5 lbs. However, when they can easily 
be moved and set up by one or two people. Sizes are 42”H x 72”L x 23.5”W and weigh 85 
lbs. empty, 1600 lbs. full. Available in orange and white.

Safety benefits
• Due to their high visibility and heavy, imposing 	
  nature, drivers shy away from plastic longitudinal 	
  channelizers more than cones, drums and folding 	
  barricades, which results in greater driver, 
  pedestrian and worker safety.
• Widely-spaced folding barricades, drums and 	
  cones are often confusing, LCB’s provide better 
  visual delineation by forming a wall.
• Drivers cannot purposely or accidentally shortcut 	
  through construction zones, unlike cones or barrels, 	
  because channelizers from a protective wall.

• Folding barricades, vertical panels and cones are 	
  easily knocked over by traffic or weather, whereas 	
  water-fillable barricades are quite heavy and not 	
  easily moved when properly ballasted.
• Meet NCHRP-350 crash test requirements for Level 1 	
  (30 MPH), Level 2 (45 MPH), and Level 3 (62.5 MPH), 	
  please consult website for more information. Lead 	
  time on these items is typically 1 to 3 weeks with 	
  FOB ship point, no freight allowed. Other colors 	
  available, call for information.

T R A F F I C  C O N T R O L  |  S O L A R  B A R R I C A D E  L I G H T S
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P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-CC-48IL		  CRASHGARD BARREL, LID AND INSERT FOR 200, 400, 700 LB.
DB0-CC48L		  CRASHGARD BARREL AND LID FOR 1400, 2100 LB.
DB0-CC-127		  INSERT ONLY
DB0-CCL36		  LID ONLY
DB0-CC-HST		  CRASHGARD LIFTING HOIST

CRASHGARD
Durable blow-molded manufacturing yields a stronger sand barrel. UV stabilizers maximize product life. Color-stable pigments resist fading. Withstands 
minor impacts during routine handling when: filling or dumping, loading or unloading a truck or nesting for storage.

CRASHGARD SAND BARREL SYSTEM
CrashGard Sand Barrel is a non-redirective, gating crash cushion or impact attenuator.
FHWA issued acceptance letter CC-97 for CrashGard. CC-97 confirms that CrashGard passed NCHRP-350 Test Level 3 crash tests, 
and allows its use on the National Highway System.
Through innovative design and manufacturing, CrashGard is durable, easily transported, and cost-effective. 

Features
• Universal; 1 CrashGard sand barrel accomodates all 	
  weight requirements: with insert 200, 400, or 
  700 lbs. or without insert 1,400 or 2,100 lbs.
• 1 barrel eliminates the need to stock different 
  sizes of barrels.
• 1 barrel reduces inventory costs and confusion.
• Designed for easy transport.
• Square bottom half accepts forklifts.
• Tiered upper half accepts the CrashGard Hoist.
• Easily apply 4” and 6” reflective sheeting to 
  upper tiers.
• Nests easily for convenient storage.
• CrashGard has been tested and is certified to 
  NCHRP-350 test level 3.
• FHWA issued acceptance letter CC-97 in 
  March of 2007.

Shipping information
• FOB ship point, shipping from factory.
• Please call for specifications, price quote and lead time.

Lift Hoist
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Scorpion® Trailer Attenuator
NCHRP-350 Tested for all mandatory and optional offset tests.
 

SCORPION VEHICLE-MOUNTED ATTENUATOR
A truck-mounted attenuator may be required in many high-speed, high-density 
work zones. This unique new design of the Scorpion TMA has several advantages.

Features
• The hydraulic system allows the cartridge to be partially raised for maximum road clearance 
  and maneuverability.
• Scorpion’s low profile and open tubular design in beneficial in minimizing wind resistance and drag, 		
  allowing you to drive at freeway speeds safely, as well as increasing rear visibility and gas mileage.
• Scorpion’s lightweight aluminum construction minimizes rust and other corrosive elements and 
  weighs only 1,800 lbs.
• With its modular design, Scorpion crushes in progressive stages upon impact thus reducing repair costs.
• Scorpion’s durable construction and heavy duty tubular side rails minimize incidental back-up or 
  turning damage.
• The unique curved design redirects side angle impacts away from the exposed corner of the truck.
• Scorpion can be easily and quickly mounted to or removed from the truck.
• This device may not yet be approved by some states’ D.O.T. Please check with local authorities prior 
  to purchase.

Shipping information
• FOB ship point, shipping from factory.
• Please call for specifications, price quote and lead time.
• Ask about mounting requirements for specific vehicles.

P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-SCORPION	 TRUCK MOUNT ATTENUATOR
DB0-SCORPION-TRAILER	 TRAILER ATTENUATOR

Features
• Successfully NCHRP 350 tested for all mandatory and optional offset tests.
• Only Trailer Attenuator, tested and approved when attached to a 10,000 lb host vehicle 
  (caution forward roll of host vehicle was 64’ when impacted by a 4,500 lb truck traveling at 63.5 mph).
• Single point attachment to standard 20 Ton (minimum) rated pintle hook is quick and easy.
• Requires little or no modification to host vehicle or additional mounting hardware 
  (1/2” thick x 32” wide minimum pintle hook mounting plate required).
• Telescoping Anti-Rotational System (TARS™) minimizes Scorpion Trailer rotation during angled impacts 
  and prevents trailer separation from host vehicle.
• The Scorpion’s proven modular design crushes in progressive stages allowing quick and 
  economical replacement of damaged parts.
• The unique curved design gives full width protection to the back of the host vehicle and 
  protects the “coffin corners” of the truck.
• Rear axle placement improves trailer stability and prevents the tail from “bottoming out” 
  on driveways or uneven surfaces.
• Overall length of Scorpion Trailer Attenuator is only 17’ 5” – the shortest on the market.
• Integrated electric brake system comes standard on Scorpion Trailer – brakes are automatically 
  activated in the event of trailer separation or hitch failure.
• Available in a shorter (12’ 7”) lower speed TL-2 (45 mph) model, which is ideal for congested city 
  streets or where posted speeds are 45 mph or less.
• Optional Arrow or Message Board can easily be attached to Scorpion Trailer Attenuator.

Scorpion Truck Mounted Attenuator
The Scorpion TMA has been tested and PASSED ALL optional and mandatory requirements suggested in the NCHRP-350 
Report for TL-3 evaluation criteria-for speeds up to 62.5mph (100km/h)

T R A F F I C  C O N T R O L  |  V E H I C L E  M O U N T  A T T E N U A T O R
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P R O D U C T  N O . 	 D E S C R I P T I O N 	

DB0-PSP1.O		  PERSONAL SAFETY PLATFORM

PERSONNEL SAFETY PLATFORM
The PSP 1.0 Personnel Safety Platform U.S. Patent Pending is an innovative and versatile device, designed to keep workers safe while 
improving efficiency.  From the basic model to the most elaborate, they are designed for heavy duty industrial use and are ideal for many 
highway and roadway construction and traffic control and safety  applications.   Fabrication meets ANSI and OSHA fabrication specs.

SAFETY PLATFORM
Personnel Safety Platforms U.S. Patent Pending are used for maintaining personnel 
safety while performing Traffic Safety and Highway Construction work.

Features
• The PSP 1.0 has a 3” kick stop on top of expanded steel on a heavy duty tubular steel frame.  
• Top rail is at 42” with a mid-rail and harness anchors. 
• Comes standard with a receiver hitch and standard 4 prong trailer plug.  
• High quality LED brake, turn and tail light system.  
• Mounts in standard receiver hitch with adjustable stabilizer arms anchored in the truck bed.  
• Adjusts to fit all full size trucks, and most 1-ton flatbeds.  
• Options, like tool trays, communication devices, jacks, arrow/message panels  

Shipping information
• FOB ship point, shipping from factory.
• Please call for specifications, price quote and lead time.


